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Copper Cabling Solutions
Cat5e External UTP LDPE RJ45 Patch 

Connectix Cabling System External RJ45 Patch leads are available in lengths from 10mt to 75mt.
Designed to run externally, these patch leads are ideal for using to link outbuildings.
These RJ45 leads are made to order using high quality Cat5e connectors and black solid LDPE Cat5e UTP Cable.
Each patch cable is individually tested and bagged to ensure quality and performance.

Product Specifications
Boot Type Low Profile Strain Relief

Cable Category 5e UTP LDPE

Colours Black

Conforms to ANSI/TIA-568-C

Ordering Information
Product Description Part Number

Cat 5e 10m UTP LDPE External Patch Lead 003-021-100-01

Cat 5e 15m UTP LDPE External Patch Lead 003-021-150-01

Cat 5e 20m UTP LDPE External Patch Lead 003-021-200-01

Cat 5e 30m UTP LDPE External Patch Lead 003-021-300-01

Cat 5e 40m UTP LDPE External Patch Lead 003-021-400-01 

Cat 5e 50m UTP LDPE External Patch Lead 003-021-500-01

Cat 5e 75m UTP LDPE External Patch Lead 003-021-750-01

Features & Benefits

• Fully conforms to ANSI/TIA-568-C
• Each lead is individually bagged & QA tested 
• Plugs conform to ISO8877


